
included (x) / optional (o)1  choose from extensive list

   The eMold S Series – Technical data

P100SeMold P140SeMold P160SeMold P180SeMold P200SeMold

Heating capacity kW 8

Max. outlet temperature °C 100 140 160 180 200

Heat transfer medium Water

Cooling 2K 2ESK

Cooling capacity
at outlet temperature
at cooling water temperature

kW
°C
°C

78
90
20

68
130
20

78
150
20

90
170
20

102
190
20

Pump capacity/Type
Flow rate max.
Power consumption
Pressure max.
Classification (IEC 60034-30)

l/min.
kW
bar

PM23
50
1.4
9.0
IE4

PM23H
50
1.4
9.0
IE4

User Interface RT200 (5" TFT)

Connection in-/outlet
Connection cooling water
Connection system water
Filling quantity (I)

G1/2"
G1/2"
G1/2"

1.0 

Degree of protection IP IP54

Dimensions W/H/D mm 235/594/812

Ambient temperature max. °C 40

Operating voltage V/ Hz 400/ 50(60)

Options P100SeMold P140SeMold P160SeMold P180SeMold P200SeMold

RT200 controller x x x x x

ePump with frequency converter x x x x x

   Standard mode x x x x x

   Power mode x x x x x

   Delta-T controlled x x x x x

   Pressure controlled x x x x x

   Flow controlled x x x o o

   With multiFlow
automatic o o o

manual o o o o o

Flow meter VFS160 (inside) x x x

Flow meter F181 (inside) o o

2ESK cooling x x x x

2K cooling x

Solid-state relay (SSR) x x x x x

Connection cable 4m for backside unit x x x x x

Ramp program x x x x x

Inlet temperature control (Sn3) x x x x x

Flushing of unit x x x x x

Set point ramp program x x x x x

Drainage of fluid x x x x x

Outlet pressure on display x x x x x

Pump condition monitor x x x o o

Energy meter x x x x x

Interface OPC UA (RT200 WLAN/Ethernet) x x x x x

Ethernet RJ45 service interface x x x x x

One additional interface of your choice1 x x x x x

USB data logger x x x x x


